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FX LUMINAIRE USA, landscape lighting solutions
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	POWER SUPPLY - AUTOMATION
	Euro 

	LUX300- eu-SS
	Luxor is the most advanced and flexible low-voltage landscape lighting transformer on the market. Luxor

incorporates zoning, dimming, and color capabilities into a single control system using a simple two-wire path installation. Ability to adjust fixture intensity and color, create unique themes, and fine-tune the color palette for occasions through the app.
	1796


	EX - 150 - e - M


	EX is a simple 150watt on-off transformer compatible with most

120 VAC plug-in astronomical timers and photocells via irrigation programmer. 
	242


	EX-PC
	Photocell for EX transformer
	20

	PX-TIMER
	EX transformer control timer
	35

	PX-SYNC
	Lighting Synchronizer for 24V Irrigation Controllers 
	68


[image: image4.jpg]



LIGHTS
Α. DESIGNER SERIES
The FX Luminaire Designer Series offers lighting designers unparalleled control to create elegant, distinct designs for every installation. This series includes traditional and niche fixtures built with integrated LEDs. All Designer Series fixtures are compatible with Luxor® technology which allows to zone, dim, and add color to each individual fixture or group of fixtures.
10 years warranty.
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	ΤΜ Path Light 

Designed for mid-sized landscapes, the TM provides unmatched elegance and function in the aluminum constructed category.
	Euro

	TMLEDTAFB
	TM LED Top Assembly Flat Black Finish Pathlight Aluminum A380 
	58

	AZDC18RAFB
	18-Inch Aluminum Riser Assembly, Flat Black Aluminum A380 WΖDC LED. A wide variety of finishing colors are available on request. Moisture Block technology, prevents the penetration of moisture in sealed areas of the luminaire.
	428

	GM-FB
	Ground Mount Connector for placing the light on the ground, 1/2" thread
	23



	 FB LED Up Light 
The FB fits nicely into smaller landscapes and tight spaces
	Euro

	FB-ZDC-E- FB
	10watt light output with ZDC LED, input voltage 11-15V, input power 6watt. Estimated LED life time 50,000 hours. Aluminum material. Black finish. A wide variety of finishing colors are available on request.
	440


[image: image7.jpg]



	NL Down lights 

Wall-mounted, geometric square down light.
	Euro

	NL-3LED-DN-E-SV
	3 complete Cree LEDs. Light output 202lumens, input voltage 101-15V, input power 4.2watt. Estimated LED life time 55,000 hours. Aluminum material. Silver finish. A wide variety of finishing colors are available on request.
	284

	NL-3LED-DN-E-NP
	3 complete Cree LEDs. Light output 202lumens, input voltage 101-15V, input power 4.2watt. Estimated LED life time 55,000 hours. Aluminum material. Nickel Plate finish. A wide variety of finishing colors are available on request.
	354

	WP-2G-NL-E-SV
	Wall mounting plate
	34
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	PB LED Wall Wash lights
The PB is a compact LED Wall Wash lighting solution.
	Euro

	PB-ZDC-E-FB
	1 complete Cree LED light output 122lumens 37watt, with ZDC LED. Input power 6watt Estimated LED life time 50,000 hours. Aluminum material. Black finish. A wide variety of finishing colors are available on request.
	474


	GM-FB
	Ground Mount Connector for placing the light on the ground, 1/2" thread
	23
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	LE Hanging Down Lights
The LE is a hanging down light designed for overhead illumination with 1LED.
	Euro

	 LE-ZD- 1LED-FB


	ZD capability. Light output 10watt, input voltage 11-15V, input power 6watt. Estimated LED life time 50,000 hours. Aluminum material. Black finish. A wide variety of finishing colors are available on request.
	196
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	VE Hanging Down Lights
The VE softly illuminates areas from above when hung from trees or architectural elements.
	Euro

	 VE - 3LED - E - FB

	With 3 LED light output 209 Lumens, input voltage 11-15V, input power 4.2watt. Estimated LED life time 55,000 hours. Aluminum material. Black color finish. A wide variety of finishing colors are available on request.
	226
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	 MS Wall Lights
The MS can be used on masonry or wood surfaces.
	Euro

	MS-ZD1-1LED-E- NP


	ZD capability. Light output 10watt, input voltage 11-15V, input power 6watt. Estimated LED life time 50,000 hours. Aluminum material. Nickel Plate Finishing. A wide variety of finishing colors are available on request.
	249


	MS-1LED-WG
	Light output 10watt, input voltage 10-15V, input power 2watt. Light output 25 Lumens Estimated LED lifetime 50,000 hours. Aluminum material. White finish. A wide variety of finishing colors are available on request.
	145


Β. STANDARD SERIES   
Designed for modest lighting installations, the FX Luminaire Standard Series utilizes incandescent or LED retrofit lamps. Connection to the EX transformer to create basic on-off lighting systems. 
5 years warranty.
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	SP Path Lights
For a combination of proven quality and unmatched beauty, the original SP is the only choice.
	Euro

	SP- LED20W - 18R - FB
	With socket for G4 bi-pin LED lamps Light output 123 Lumens / 20W, input voltage 10-15V, input power 1.7VA. 2,700K color temperature with minimum nominal lifespan (L70) 33,000 hours 18” pole. Black color. Brass material. A wide variety of finishing colors are available on request.
	182

	GM-FB
	Ground Mount Connector for placing the light on the ground, 1/2" thread
	23


	MU Up Lights 
The MU is a versatile, classic aluminum up light with socket for MR16 LED lamps and with the ability to add color filters.
	Euro

	MU-LED35WFL - E - FB
	Light output 337 Lumens / 5W, input voltage 10-15V, input power 5.4VA. Aluminum material A380. Black finish. A wide variety of finishing colors are available on request.
	151
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	QB Led Up Lights
The petite QB LED up light is a 1 Cree LED wall wash light with all the same features of the larger PB, and is compatible with Luxor.
	Euro

	QB-1LED - FB
	Llight output 73lumens 2watt. Estimated LED life time 50,000 hours. Aluminum material. Black finish. A wide variety of finishing colors are available on request
	150


	GM-FB
	Ground Mount Connector for placing the light on the ground, 1/2" thread
	23
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	FC LED In-Grade Light
The FC is an ideal fit for any LED application, featuring an innovative installation sleeve that allows for easy removal and adjustment, especially in concrete.
	Euro

	FC-LED35WFL - E - RG - DT
	With socket for GU5.3 lamps. Light output equivalent to 73lumens. Input voltage 10-15V, input power 5.4VA. Brass material C360. Desert tan color finish.
	155
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